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1.0 PURPOSE AND SCOPE OF WORK 
 
The Village of Plain City (the Client) retained The Mannik & Smith Group, Inc. (MSG) to complete a non-destructive 
Asbestos Survey (Survey) of the real property located at 10899 Converse Road, Plain City, Ohio (the Site).  MSG 
completed the fieldwork for the Survey in June 2023.  The purpose of this Survey is to identify and quantify asbestos 
containing materials (ACMs) associated with the structures on the Site.  MSG completed this Survey in general 
accordance with the United States Environmental Protection Agency (USEPA) National Emission Standards for 
Hazardous Air Pollutants (NESHAP) regulations set forth in 40 CFP Part 61) to identify, categorize and quantify 
friable suspect ACMs and non-friable suspect ACMs associated with the structures on the Site.  However, it is 
important to note that per the Client’s request, MSG used non-destructive sampling techniques to inspect the Site 
buildings; therefore, our Survey is not fully compliant with 40 CFR Part 61.  If Site plans include demolition or 
renovation of the Site buildings, a fully compliant NESHAP inspection of the building should be undertaken. 
 
The Site is comprised of Union County parcel 007-09-224, which consists of 3.24 acres of land.  The Site is currently 
owned by David C. Raber and is developed with a two-story, 3,793-square foot wood frame residence with a partial 
basement.  The residence consists of a main dwelling and attached apartment.  The main dwelling was constructed 
in the late 1920s and the apartment was added at a later date.  Several outbuildings are present associated with the 
residence including a pole barn, milk house, silo, slant wall, and lean-to.  The floor plans for the Site structures are 
depicted on Figures 1A through 1E in Appendix A.   
 
1.1 Asbestos Inspection 

 
MSG’s certified asbestos hazard evaluation specialists (CAHES), licensed by the Ohio Environmental 
Protection Agency (EPA), completed a systematic room-by-room visual inspection of all safely accessible 
areas of the interior and exterior of the structures to identify, quantify and sample suspect ACM.  The 
suspect ACM within the building were grouped into homogeneous materials (materials of similar 
composition and date of installation), and the type, friability, general condition, and regulatory category was 
recorded for each of the homogeneous materials.  The suspect ACM was further classified as surfacing 
material (e.g. plaster, sprayed-on acoustical material), miscellaneous material (e.g. floor tile, ceiling tile, fire 
doors) and thermal system insulation (e.g. pipe insulation, pipe joint insulation and boiler insulation).  Based 
on the quantity of each classification of material, MSG collected a representative number of bulk samples of 
each homogeneous material in accordance with EPA guidelines.  
 
The samples were submitted to The Mannik & Smith Group Analytical Laboratories for laboratory analysis of 
Bulk Materials by Polarized Light Microscopy (PLM) using USEPA Method 600/R-93/116.  The Mannik & 
Smith Group Analytical Laboratories is accredited by National Voluntary Laboratory Accreditation Program 
(NVLAP) to analyze bulk samples for asbestos content.  The EPA defines an ACM as a material containing 
greater than 1% asbestos.  The analytical laboratory report for the bulk samples analyzed during this survey 
is included in Appendix B.   
 
During this Survey, MSG collected a total of 31 bulk samples from 11 homogeneous materials and 
submitted them for analysis.  The bulk sample locations are depicted on Figures 1A through 1E, in Appendix 
A.  The suspect ACMs included drywall, joint compound, linoleum, fiberboard flooring with coating, and 
window caulk.  A description of the materials sampled by MSG, their locations, and a determination of 
asbestos content can be found in Table 1 in Appendix A.  
 
MSG did not collect samples of the roofing materials from the residence or lean-to due to lack of access to 
the roof.  This material is assumed to be ACM until future analysis proves otherwise. 
 

  



 

THE MANNIK & SMITH GROUP, INC. 2 
401.2300175.RPT.Asbestos Inspection_Converse Road, Plain City, OH.docx 

1.2 Project Limitations  
 
MSG completed this Survey in conformance with the care and skill ordinarily used by other reputable 
environmental consulting firms practicing under similar conditions, at the same time and in the same or 
similar locality.  In preparing this report, MSG relied upon information obtained from or provided by others. 
MSG makes no representation or warranty regarding the accuracy or completeness of this information 
gathered through outside sources or subcontracted services.  No warranty, guarantee or certification of any 
kind, expressed or implied, at common law or created by statute, is extended, made or intended by 
rendering these environmental consulting services or by furnishing this written report.  Environmental 
conditions and regulations are subject to constant change and reinterpretation.  One should not assume that 
any on-Site conditions and/or regulatory statutes or rules will remain constant after MSG has completed the 
scope of work for this project.  
 
Suspect ACMs have the potential to be located behind walls, under floors or above ceilings in isolated 
areas.  MSG performed a non-intrusive/non-destructive inspection; therefore, the potential exists for 
additional ACMs that may not have been sampled during the Survey to be located in the buildings.  Further, 
the provided ACM quantities are in some cases approximate as some ACMs may vary slightly if additional 
quantities of ACM exist.  If previously unidentified suspect ACM is encountered in the future, a CAHES 
should be retained to sample the suspect ACM or it must be assumed to be ACM and treated as such.  In 
addition, the roof was inaccessible. 
 
This report is designed to aid the Site owner, architect, construction manager or general contractor in 
locating ACM.  Under no circumstances is the report to be used as a project specification document.  This 
Survey report does not contain the components required to serve as an Asbestos Project Design document 
or as an Asbestos Abatement Work Plan.  
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2.0 REGULATORY INFORMATION 
 
The USEPA sets the standard for asbestos inspections in the Asbestos Hazards Emergency Response Act (AHERA) 
regulations (40 CFR Part 763), which requires surveys of all school buildings in the United States.  These regulations 
were specific regarding survey techniques, number of samples required and certification of inspectors.  These same 
regulations were modified and broadened when AHERA was reauthorized under the Asbestos School Hazard 
Abatement Reauthorization Act (ASHARA).  The ASHARA reauthorization also expanded the AHERA requirements 
to certify inspectors performing surveys in all public and commercial buildings. 
 
Regulated asbestos-containing material (RACM) means (a) friable asbestos material, (b) Category I non-friable ACM 
that has become friable, (c) Category I non-friable ACM that will be or has been subjected to sanding, grinding, 
cutting or abrading or (d) Category II non-friable ACM that has a high probability of becoming or has become 
crumbled, pulverized or reduced to powder by the forces expected to act on the material in the course of demolition 
or renovation operations.  
 
Regulations identify a friable material as a material, when dry, can be crumbled, pulverized, or reduced to powder by 
hand pressure, and includes previously non-friable material after such previously non-friable material becomes 
damaged to the extent that when dry it may be crumbled, pulverized, or reduced to powder.  Non-friable material as a 
material, when dry, cannot be crumbled, pulverized, or reduced to powder by hand pressure. 
 
In addition to these regulations regarding inspections, facility owners and operators are also required to ensure that 
employees or occupants of their building are not exposed to unsafe levels of airborne asbestos.  NESHAPs are 
stationary source standards for hazardous air pollutants including asbestos, which can be found in 40 CFR Part 61 
and 40 CFR Part 63.  The NESHAPs, promulgated after the 1990 Clean Air Act Amendments, found in 40 CFR Part 
63 require application of technology based emissions standards during renovation/demolition projects where 
asbestos is present.  The NESHAPs regulatory authority has been delegated to the Ohio EPA to implement and 
enforce these standards.   
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3.0 SAMPLE RESULTS AND CONCLUSIONS 
 
The purpose of the Survey was to identify, quantify and document the location of suspect ACM associated with the 
buildings on the Site.  A list of all of the homogeneous materials sampled during this Survey are included in Table 1 
in Appendix A.  The analytical results indicated that none of the homogeneous materials sampled by MSG were 
determined to be ACMs as defined by the US EPA NESHAP as containing greater than one percent asbestos: 
 
Joint compound in one sample (HA3-1F) collected from the first floor of the residence contained a trace amount 
(approximately 0.25 percent) Chrysotile asbestos.  Although the asbestos concentration is less than one percent 
asbestos, and therefore not defined as ACM according to NESHAP, the presence of asbestos at any concentration is 
an Occupational Health and Safety Administration (OHSA) standard and contractor or workers in the structure should 
be notified of its presence.     

 
It should be noted that the asphaltic roofing materials associated with the residence and lean-to on the Site were not 
sampled during the Survey.  The roofing materials are considered to be asbestos containing, unless future sampling 
and analysis proves otherwise.  Provided that normal demolition activities are performed and the roofing materials 
are not rendered friable, the asphalt roofing materials should be able to remain in-place during demolition activities. 
 
If future Site plans include demolition or renovation of the Site buildings, a fully compliant NESHAP inspection of the 
building should be undertaken.  Further, if previously unidentified suspect ACM is encountered in the future, a 
CAHES should be retained to sample the suspect ACM or it must be assumed to be ACM and treated as such.  In 
addition, the roof was inaccessible. 
 
Notification in accordance with the procedures described by NESHAPs, Title 40 of the Code of Federal Regulations, 
Part 61, Subpart M, is required prior to asbestos abatement and/or demolition activities.  Notification of 
demolition/renovation must be made to the Ohio EPA at least 10 days prior to any demolition or asbestos abatement 
activities.  A copy of the notification form is provided in Appendix C.  
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Tel: 216.378.1490 
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Figure 1A: Property Overview 
HA-1 – Apartment / HA-5 Caulk 

10899 Converse Road 
Plain City, Ohio  

Scale:  Not to scale 
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Figure 1B: Property Overview 
HA-3 – 1st  Floor Residence 

10899 Converse Road 
Plain City, Ohio  

Scale:  Not to scale 
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Figure 1C: Property Overview 
HA-3 – First Floor Residence 

10899 Converse Road 
Plain City, Ohio  

Scale:  Not to scale 
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Figure 1D: Property Overview 
HA-4 – Residence Basement 

10899 Converse Road 
Plain City, Ohio  

Scale:  Not to scale 
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Figure 1E: Property Overview 
HA-6 – Pole Barn Rec-Room 

10899 Converse Road 
Plain City, Ohio  

Scale:  Not to scale 
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Client

Survey Location

Survey Date 6/15/2023

Homogeneous 
Material Numbers Sample Numbers Homogeneous Material Description Location Floor Color Friable/ Nonfriable Condition

PLM                
Asbestos                  
Content

Point Count Asbestos 
Content

Approximate Material 
Quantity

Drywall White F Good ND  --

Joint Compound White F Good ND  --

Drywall White F Good ND  --

Joint Compound White F Good ND  --

1 HA1-1C Drywall Apt 2nd floor bedroom east wall 2 White F Good ND  --

1 HA1-1D Drywall Apt 2nd floor bedroom west side chimney 2 White F Good ND  --

1 HA1-1E Drywall Apt hallway north wall 2 White F Good ND  --

2 HA2-1A Drywall 2nd floor SW bedroom, NW corner 2 White F Good ND  --

2 HA2-1B Drywall Stairway to 2nd floor north wall 1 White F Good ND  --

2 HA2-1C Drywall 2nd floor hallway north wall 2 White F Good ND  --

3 HA3-1A Drywall 1st floor bathroom west wall 1 White F Good ND  --

3 HA3-1B Drywall 1st floor dining room east wall 1 White F Good ND  --

3 HA3-1C Drywall 1st floor living room east wall 1 White F Good ND  --

3 HA3-1D Drywall 1st floor bedroom east wall 1 White F Good ND  --

Drywall

Joint Compound

Drywall F Good ND  --

Joint Compound F Good ND

Joint Compound F Good ND 0.25 % Chrysotie

ND  --

3 HA3-1F 1st floor kitchen south wall 1 White

3 HA3-1E 1st floor dining room west wall 1 White F

5,000 SF

Good

HA1-1A Apt living room east wall 1

HA1-1B Apt hallway north wall

NA

NA

Table 1: Suspected Asbestos Containing Materials, Locations, Results, and Quantities 

Village of Plain City

10899 Converse Road, Plain City, Ohio

1

11
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Client

Survey Location

Survey Date 6/15/2023

Homogeneous 
Material Numbers Sample Numbers Homogeneous Material Description Location Floor Color Friable/ Nonfriable Condition

PLM                
Asbestos                  
Content

Point Count Asbestos 
Content

Approximate Material 
Quantity

Table 1: Suspected Asbestos Containing Materials, Locations, Results, and Quantities 

Village of Plain City

10899 Converse Road, Plain City, Ohio

Linoleum Tan NF Good ND  --

Adhedive Tan NF Good ND  --

Linoleum 1 Tan NF Good ND  --

Adhesive Tan NF Good ND  --

Drywall White F Good ND  --

Joint Compound White F Good ND  --

Mesh White F Good ND  --

Drywall White F Good ND  --

Joint Compound White F Good ND  --

Mesh White F Good ND  --

5 HA5-1A Caulk Exterior window base, west wall apt living room 1 Gray NF Good ND  --

5 HA5-1B Caulk Exterior window base, west wall apt south room 1 Gray NF Good ND  --

Tan vinyl floor Tan NF Good ND  --

Adhesive Tan NF Good ND

Tan vinyl floor Tan NF Good ND  --

Adhesive Tan NF Good ND

6 HA6-2A fiberboard paneling with vinyl(?) coating Pole barn restroom west wall 1 Gray NF Good ND  --

6 HA6-2B fiberboard paneling with vinyl(?) coating Pole barn restroom west wall 1 Gray NF Good ND  --

Drywall 1 White F Good ND  --

Joint compound 1 White F Good ND

Mesh 1 White F Good ND

6 HA6-3B Drywall Pole barn restroom north wall 1 White F Good ND  --

6 HA6-4A Brown fiberboard flooring with coating Pole barn rec room floor 1 Brown NF Good ND  --

6 HA6-4B Brown fiberboard flooring with coating Pole barn rec room floor 1 Brown NF Good ND  --

NA

NA

HA6-1B

Pole barn rest room floor

Pole barn rest room floor

1

1

6 HA6-3A Pole barn restroom east wall

4 HA4-1B Basement rec room north wall

6

6

HA6-1A

Basement rec room east wall B

B

1

4 HA4-1A

3

3

HA3-2A

HA3-2B

1st floor bathroom floor

1st floor bathroom floor

NA

NA

NA

NA

NA
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Client

Survey Location

Survey Date 6/15/2023

Homogeneous 
Material Numbers Sample Numbers Homogeneous Material Description Location Floor Color Friable/ Nonfriable Condition

PLM                
Asbestos                  
Content

Point Count Asbestos 
Content

Approximate Material 
Quantity

Table 1: Suspected Asbestos Containing Materials, Locations, Results, and Quantities 

Village of Plain City

10899 Converse Road, Plain City, Ohio

Drywall White F Good ND  --

Joint Compound Beige F Good ND  --

6 HA6-5B Drywall Pole barn rec room east wall 1 White F Good ND  --

6 HA6-5C Drywall Pole barn rec room south wall 1 White F Good ND  --

--- NS Aspahltic roof shingles Residence roof R Black NF Good Assumed 2,000 SF

--- NS Aspahltic roof shingles Lean-to roof R Black NF Fair Assumed 1,000 SF

Notes
1 - See Figures  for floors and rooms, and sample key.

Additional Notes
LF - linear feet
SF - square feet
EA - Each

2 - Condition of homogeneous material as defined by the EPA; Good: No Damage. Fair: Up to 10% distributed damage and/or u pto 25% localized damage. Poor: Over 10% distributed damage and/or over 
25% localized damage.

HA6-5A6 Pole barn rec room west wall 1

NA
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Attention: John Thornburg

The Mannik & Smith Group, Inc. Project Converse Road Received 6/16/2023

1160 Dublin Road, Suite 100 Order # CL0011 Analyzed 6/21/2023

Columbus, OH, 43215 Project # Reported 6/22/2023

Email: JThornburg@manniksmithgroup.com

Phone: (614) 441-4222

Client ID HA1-1A Lab ID CL0011-1 Location

Type Non Detect 0.00% Type Non Detect 0.00%

Client ID HA1-1B Lab ID CL0011-2 Location

Type Non Detect 0.00% Type Non Detect 0.00%

Client ID HA1-1C Lab ID CL0011-3 Location

Type Non Detect 0.00%

Client ID HA1-1D Lab ID CL0011-4 Location

Type Non Detect 0.00%

Client ID HA1-1E Lab ID CL0011-5 Location

Type Non Detect 0.00%

Analytical Method: US EPA 600/R-93/116 by Polarized Light Microscopy
Analyst: Waverly K. Ferguson Laboratory Director
Reviewer: Lillian C. Sabuda Quality Manager

Apt living room 
east wall

Apt hallway 
north wall

Apt 2nd floor 
bedroom east 

Apt 2nd floor 
bedroom west 

Apt hallway 
north wall

401.2300175

BULK SAMPLE ANALYSIS SUMMARY

The Mannik & Smith Group
Analytical Laboratories

 

Layer 1 Layer 2

White, nonfibrous, homogenous.
100% non-asbestos 100% non-asbestos

White, nonfibrous, homogenous.

 

CL0011

Layer 1 Layer 2

White, nonfibrous, homogenous. White, nonfibrous, homogenous.

Layer 1

100% non-asbestos 100% non-asbestos
 

 

Layer 1

White, nonfibrous, homogenous.

 

White, nonfibrous, homogenous.
100% non-asbestos

100% non-asbestos
 

The results herein relate only to the samples as received and tested by The Mannik & Smith Analytical Laboratories. This report can not be
used to claim product certification, approval, or endorsement by NVLAP, NIST, or any other agency of the Federal Government. Please see
the Sample Protocol before submitting samples for analysis in order to ensure laboratory staff safety and analysis accuracy.

Accreditations

NIST-NVLAP
No. 600212-0

Drywall

Drywall

Joint Compound

Joint Compound

Drywall

Drywall

Drywall

White, nonfibrous, homogenous.

100% non-asbestos
 

Layer 1

2365 S Haggerty Rd, Canton, MI 48188
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Attention: John Thornburg

The Mannik & Smith Group, Inc. Project Converse Road Received 6/16/2023

1160 Dublin Road, Suite 100 Order # CL0011 Analyzed 6/21/2023

Columbus, OH, 43215 Project # Reported 6/22/2023

Email: JThornburg@manniksmithgroup.com

Phone: (614) 441-4222

Client ID HA2-1A Lab ID CL0011-6 Location

Type Non Detect 0.00%

Client ID HA2-1B Lab ID CL0011-7 Location

Type Non Detect 0.00%

Client ID HA2-1C Lab ID CL0011-8 Location

Type Non Detect 0.00%

Client ID HA3-1A Lab ID CL0011-9 Location

Type Non Detect 0.00% Type Non Detect 0.00%

Client ID HA3-1B Lab ID CL0011-10 Location

Type Non Detect 0.00%

Analytical Method: US EPA 600/R-93/116 by Polarized Light Microscopy
Analyst: Waverly K. Ferguson Laboratory Director
Reviewer: Lillian C. Sabuda Quality Manager

2nd floor SW 
bedroom, NW 

Stairway to 2nd 
floor north wall

2nd floor hallway 
north wall

1st floor 
bathroom west 

1st floor dining 
room east wall

BULK SAMPLE ANALYSIS SUMMARY

The Mannik & Smith Group
Analytical Laboratories

White, nonfibrous, homogenous.
100% non-asbestos

  

Layer 1

White, nonfibrous, homogenous. White, nonfibrous, homogenous.

100% non-asbestos

 

White, nonfibrous, homogenous.

 

NIST-NVLAP
No. 600212-0

The results herein relate only to the samples as received and tested by The Mannik & Smith Analytical Laboratories. This report can not be
used to claim product certification, approval, or endorsement by NVLAP, NIST, or any other agency of the Federal Government. Please see
the Sample Protocol before submitting samples for analysis in order to ensure laboratory staff safety and analysis accuracy.

 

Accreditations

White, nonfibrous, homogenous.

 

Layer 1

CL0011

Layer 1

Drywall

White, nonfibrous, homogenous.

Drywall

100% non-asbestos 100% non-asbestos

100% non-asbestos

Layer 1

100% non-asbestos

Layer 1 Layer 2

Drywall Joint Compound

Drywall

Drywall

2365 S Haggerty Rd, Canton, MI 48188

401.2300175
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Attention: John Thornburg

The Mannik & Smith Group, Inc. Project Converse Road Received 6/16/2023

1160 Dublin Road, Suite 100 Order # CL0011 Analyzed 6/21/2023

Columbus, OH, 43215 Project # Reported 6/22/2023

Email: JThornburg@manniksmithgroup.com

Phone: (614) 441-4222

Client ID HA3-1C Lab ID CL0011-11 Location

Type Non Detect 0.00%

Client ID HA3-1D Lab ID CL0011-12 Location

Type Non Detect 0.00%

Client ID HA3-1E Lab ID CL0011-13 Location

Type Non Detect 0.00% Type Non Detect 0.00%

Client ID HA3-1F Lab ID CL0011-14 Location

Type Non Detect 0.00% Type Non Detect 0.00% Type Chrysotile Trace

Client ID HA3-2A Lab ID CL0011-15 Location

Type Non Detect 0.00% Type Non Detect 0.00%

Analytical Method: US EPA 600/R-93/116 by Polarized Light Microscopy
Analyst: Waverly K. Ferguson Laboratory Director
Reviewer: Lillian C. Sabuda Quality Manager

1st floor living 
room east wall

1st floor 
bedroom east 

1st floor dining 
room west wall

1st floor kitchen 
south wall

1st floor 
bathroom floor

The Mannik & Smith Group
Analytical Laboratories

BULK SAMPLE ANALYSIS SUMMARY

White, nonfibrous, homogenous.
100% non-asbestos

  

Layer 1 Layer 2 Layer 3

100% non-asbestos 100% non-asbestos

 

Layer 1 Layer 2

White, nonfibrous, homogenous.

Layer 1

100% non-asbestos >99.75% non-asbestos

NIST-NVLAP
No. 600212-0

The results herein relate only to the samples as received and tested by The Mannik & Smith Analytical Laboratories. This report can not be
used to claim product certification, approval, or endorsement by NVLAP, NIST, or any other agency of the Federal Government. Please see
the Sample Protocol before submitting samples for analysis in order to ensure laboratory staff safety and analysis accuracy.

  

Accreditations

White, fibrous, homogenous. Beige, nonfibrous, homogenous.
100% non-asbestos 100% non-asbestos

 

CL0011

Drywall

Drywall

Drywall Joint Compound

Drywall Joint Compound A Joint Compound B

Linoleum Adhesive

White, nonfibrous, homogenous.
100% non-asbestos

White, nonfibrous, homogenous.

 

Layer 1

 Point count performed.

Layer 1 Layer 2

White, nonfibrous, homogenous. White, nonfibrous, homogenous. White, nonfibrous, homogenous.
100% non-asbestos

2365 S Haggerty Rd, Canton, MI 48188

401.2300175
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Attention: John Thornburg

The Mannik & Smith Group, Inc. Project Converse Road Received 6/16/2023

1160 Dublin Road, Suite 100 Order # CL0011 Analyzed 6/21/2023

Columbus, OH, 43215 Project # Reported 6/22/2023

Email: JThornburg@manniksmithgroup.com

Phone: (614) 441-4222

Client ID HA3-2B Lab ID CL0011-16 Location

Type Non Detect 0.00% Type Non Detect 0.00%

Client ID HA4-1A Lab ID CL0011-17 Location

Type Non Detect 0.00% Type Non Detect 0.00% Type Non Detect 0.00%

Client ID HA4-1B Lab ID CL0011-18 Location

Type Non Detect 0.00% Type Non Detect 0.00% Type Non Detect 0.00%

Client ID HA5-1A Lab ID CL0011-19 Location

Type Non Detect 0.00%

Client ID HA5-1B Lab ID CL0011-20 Location

Type Non Detect 0.00%

Analytical Method: US EPA 600/R-93/116 by Polarized Light Microscopy
Analyst: Waverly K. Ferguson Laboratory Director
Reviewer: Lillian C. Sabuda Quality Manager

Basement rec 
room east wall

Basement rec 
room north wall

Exterior window 
base, west wall 

Exterior window 
base, west wall 

1st floor 
bathroom floor

The Mannik & Smith Group
Analytical Laboratories

BULK SAMPLE ANALYSIS SUMMARY

Layer 1

Accreditations

NIST-NVLAP
No. 600212-0

The results herein relate only to the samples as received and tested by The Mannik & Smith Analytical Laboratories. This report can not be
used to claim product certification, approval, or endorsement by NVLAP, NIST, or any other agency of the Federal Government. Please see
the Sample Protocol before submitting samples for analysis in order to ensure laboratory staff safety and analysis accuracy.

100% non-asbestos
 

   

White, gray, nonfibrous, homogenou

Layer 1 Layer 2 Layer 3

White, nonfibrous, homogenous. White, nonfibrous, homogenous. White, fibrous, homogenous.
100% non-asbestos 100% non-asbestos 100% non-asbestos

   

White, gray, nonfibrous, homogenou

Layer 1 Layer 2 Layer 3

White, nonfibrous, homogenous. White, nonfibrous, homogenous. White, fibrous, homogenous.
100% non-asbestos 100% non-asbestos 100% non-asbestos

CL0011

Layer 1 Layer 2

White, fibrous, homogenous. Beige, nonfibrous, homogenous.
100% non-asbestos 100% non-asbestos

  

Linoleum Adhesive

Drywall Joint Compound Mesh

Drywall Joint Compound Mesh

Caulk

Caulk

2365 S Haggerty Rd, Canton, MI 48188

100% non-asbestos
 

Layer 1

401.2300175
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Attention: John Thornburg

The Mannik & Smith Group, Inc. Project Converse Road Received 6/16/2023

1160 Dublin Road, Suite 100 Order # CL0011 Analyzed 6/21/2023

Columbus, OH, 43215 Project # Reported 6/22/2023

Email: JThornburg@manniksmithgroup.com

Phone: (614) 441-4222

Client ID HA6-1A Lab ID CL0011-21 Location

Type Non Detect 0.00% Type Non Detect 0.00%

Client ID HA6-1B Lab ID CL0011-22 Location

Type Non Detect 0.00% Type Non Detect 0.00%

Client ID HA6-2A Lab ID CL0011-23 Location

Type Non Detect 0.00%

Client ID HA6-2B Lab ID CL0011-24 Location

Type Non Detect 0.00%

Client ID HA6-3A Lab ID CL0011-25 Location

Type Non Detect 0.00% Type Non Detect 0.00% Type Non Detect 0.00%

Analytical Method: US EPA 600/R-93/116 by Polarized Light Microscopy
Analyst: Waverly K. Ferguson Laboratory Director
Reviewer: Lillian C. Sabuda Quality Manager

Pole barn rest 
room floor

Pole barn rest 
room floor

Pole barn 
restroom west 

Pole barn 
restroom west 

Pole barn 
restroom east 

The Mannik & Smith Group
Analytical Laboratories

BULK SAMPLE ANALYSIS SUMMARY

Tan, nonfibrous, homogenous. Tan, nonfibrous, homogenous.
100% non-asbestos 100% non-asbestos

CL0011

Layer 1 Layer 2

Tan, nonfibrous, homogenous. Tan, nonfibrous, homogenous.
100% non-asbestos 100% non-asbestos

Tan vinyl floor Adhesive

  

Layer 1 Layer 2

Brown, fibrous, homogenous.
100% non-asbestos

fiberboard paneling with vinyl(?) 
coating

  

Layer 1

Brown, fibrous, homogenous.
100% non-asbestos

fiberboard paneling with vinyl(?) 
coating

 

Layer 1

White, nonfibrous, homogenous. White, nonfibrous, homogenous. White, fibrous, homogenous.
100% non-asbestos 100% non-asbestos 100% non-asbestos

Drywall Joint Compound Mesh

 

Layer 1 Layer 2 Layer 3

   

Accreditations

NIST-NVLAP
No. 600212-0

The results herein relate only to the samples as received and tested by The Mannik & Smith Analytical Laboratories. This report can not be
used to claim product certification, approval, or endorsement by NVLAP, NIST, or any other agency of the Federal Government. Please see
the Sample Protocol before submitting samples for analysis in order to ensure laboratory staff safety and analysis accuracy.

Tan vinyl floor Adhesive

2365 S Haggerty Rd, Canton, MI 48188

401.2300175
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Attention: John Thornburg

The Mannik & Smith Group, Inc. Project Converse Road Received 6/16/2023

1160 Dublin Road, Suite 100 Order # CL0011 Analyzed 6/21/2023

Columbus, OH, 43215 Project # Reported 6/22/2023

Email: JThornburg@manniksmithgroup.com

Phone: (614) 441-4222

Client ID HA6-3B Lab ID CL0011-26 Location

Type Non Detect 0.00%

Client ID HA6-4A Lab ID CL0011-27 Location

Type Non Detect 0.00%

Client ID HA6-4B Lab ID CL0011-28 Location

Type Non Detect 0.00%

Client ID HA6-5A Lab ID CL0011-29 Location

Type Non Detect 0.00% Type Non Detect 0.00%

Client ID HA6-5B Lab ID CL0011-30 Location

Type Non Detect 0.00%

Analytical Method: US EPA 600/R-93/116 by Polarized Light Microscopy
Analyst: Waverly K. Ferguson Laboratory Director
Reviewer: Lillian C. Sabuda Quality Manager

Pole barn 
restroom north 

Pole barn rec 
room floor

Pole barn rec 
room floor

Pole barn rec 
room west wall

Pole barn rec 
room east wall

The Mannik & Smith Group
Analytical Laboratories

BULK SAMPLE ANALYSIS SUMMARY

Layer 1

Drywall

CL0011

 

Layer 1
Brown fiberboard flooring with 

coating

White, nonfibrous, homogenous.
100% non-asbestos

 

Layer 1
Brown fiberboard flooring with 

coating

Brown, fibrous, homogenous.
100% non-asbestos

 

Layer 1 Layer 2

Drywall Joint Compound

Brown, fibrous, homogenous.
100% non-asbestos

  

Layer 1

Drywall

White, nonfibrous, homogenous. Beige, nonfibrous, homogenous.
100% non-asbestos 100% non-asbestos

 

Accreditations

NIST-NVLAP
No. 600212-0

The results herein relate only to the samples as received and tested by The Mannik & Smith Analytical Laboratories. This report can not be
used to claim product certification, approval, or endorsement by NVLAP, NIST, or any other agency of the Federal Government. Please see
the Sample Protocol before submitting samples for analysis in order to ensure laboratory staff safety and analysis accuracy.

White, nonfibrous, homogenous.
100% non-asbestos

2365 S Haggerty Rd, Canton, MI 48188

401.2300175
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Attention: John Thornburg

The Mannik & Smith Group, Inc. Project Converse Road Received 6/16/2023

1160 Dublin Road, Suite 100 Order # CL0011 Analyzed 6/21/2023

Columbus, OH, 43215 Project # Reported 6/22/2023

Email: JThornburg@manniksmithgroup.com

Phone: (614) 441-4222

Client ID HA6-5c Lab ID CL0011-31 Location

Type Non Detect 0.00%

Analytical Method: US EPA 600/R-93/116 by Polarized Light Microscopy
Analyst: Waverly K. Ferguson Laboratory Director
Reviewer: Lillian C. Sabuda Quality Manager

The Mannik & Smith Group
Analytical Laboratories

BULK SAMPLE ANALYSIS SUMMARY

Accreditations

NIST-NVLAP
No. 600212-0

The results herein relate only to the samples as received and tested by The Mannik & Smith Analytical Laboratories. This report can not be
used to claim product certification, approval, or endorsement by NVLAP, NIST, or any other agency of the Federal Government. Please see
the Sample Protocol before submitting samples for analysis in order to ensure laboratory staff safety and analysis accuracy.

100% non-asbestos
 

Drywall

White, nonfibrous, homogenous.

CL0011

Layer 1
Pole barn rec 
room south wall

2365 S Haggerty Rd, Canton, MI 48188

401.2300175







 

 

APPENDIX C  
NOTIFICATION OF DEMOLITION / RENOVATION FORMS  

 

 



Notification of Demolition and Renovation/Abatement 
  Section 1: General Information  

Division of Air Pollution Control 
 

 
 

Work on projects cannot begin until 10 working days after a COMPLETE original notification form, including payment, is 
submitted to Ohio EPA. Instructions and a worksheet for fee calculation are available at epa.ohio.gov/asbestos. This form can 
be completed, and payment made, at ebiz.epa.ohio.gov. Questions? asbestos@epa.ohio.gov or (614) 466-0061. 
 

Ohio EPA Use Only Notification #:       Postmarked:      /     /      Received:     /     /       Hand-Delivered 

1)  Notification Information (Check all that apply) 

 Original  Revision # (count):        Installation    Emergency  Annual  Cancellation Project County:       

 NESHAP Residential Exemption  

2) Owner, Asbestos Abatement Contractor, Billing and Fire Department Information  Revised?   

Owner 

Name:       Is this a company?    Yes    No 

Address:        Contact Person:       

City:       State:       Zip:         -       

Email:       Phone: (       )            -        Fax: (       )            -        

Asbestos Abatement Contractor (if applicable) 

Name:       License #:  AC       Expiration Date:     /     /      

Address:        Contact Person:       

City:       State:       Zip:         -       

Email:       Phone: (       )            -        Fax: (       )            -        

Billing Contact (Entity paying for original notification) 

Is this contact associated with the    Owner,    Asbestos Abatement Contractor, or   Demolition Contractor (if not installation)? 

Address:        Contact Person:       

City:       State:       Zip:         -       

Email:       Phone: (       )            -        Fax: (       )            -        

Fire Department (if applicable) 

Name:       

Address:        Contact Person:       

City:       State:       Zip:         -       

Email:       Phone: (       )            -        Fax: (       )            -        

3) Ohio Asbestos Hazard Evaluation Specialist and Evaluation Procedure  Revised?   

Evaluation Specialist:       Certification #:   ES       Expiration Date:     /     /       

Procedure, including analytical methods, employed to detect the presence of and to estimate the quantity of regulated asbestos‐containing material (RACM) and 
Category I and Category II non-friable asbestos‐containing material:   PLM       Point Count       TEM       Other Method (Explain Below): 

      

4) Procedures to be followed should unexpected RACM be discovered (check all that apply)  Revised?   

  Stop work and keep wet   Evacuate area   Demarcate area   Contact licensed abatement contractor 

  Contact district office/local air authority  

  Other (Explain):       

5) Planned Demolition (check all that apply)  Revised?   

Describe demolition work to be performed and method(s) to be employed, including demolition techniques to be used: 
  Implosion        Fire Training       Wet Methods      Manual Demolition      Mechanical Demolition       Other (Explain): 

      

Description of affected facility components (include attachment if necessary):       

(Revised 4/19) Page 1 of      
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Notification of Demolition and Renovation/Abatement 
Section 1: General Information  

Continued 
 
 
 

 
 

Mail completed form and payment to: 
Ohio EPA, DAPC – Asbestos 
P.O. Box 1049, Columbus, OH 43216-1049 
 

6) Asbestos Description and Engineering Controls (if asbestos is being abated)  Revised?   

For the material listed in each project, describe the type(s) of ACM to be abated, engineering controls and work practices to be used to minimize emissions and 
ensure proper waste handling: 

Type of ACM to be abated:  Surfacing  Mechanical  Other       

Engineering Controls:  Wet Methods  Glove Bag  NPE  AFD  Other:       

Work Practices:  Intact Removal  Manual  Mechanical  Other:       

7) Asbestos Waste Transporter (if applicable)  Revised?   

Transporter #1 Name:       

Address:        Contact Person:       

City:       State:       Zip:         -       

Email:       Phone: (       )            -        Fax: (       )            -        

Transporter #2 Name (if applicable):       

Address:        Contact Person:       

City:       State:       Zip:         -       

Email:       Phone: (       )            -        Fax: (       )            -        

8) Asbestos Waste Disposal Site (if applicable)  Revised?   

Name:       

Address:        Contact Person:       

City:       State:       Zip:         -       

Email:       Phone: (       )            -        Fax: (       )            -        

9) Emergency Demolition (complete if you checked “Emergency” above and “Demolition” for any project)  Revised?   

A copy of the issued order, including the following information, must be attached to this notification. 

Government Official Issuing Order:       Title:       

Agency:       Authority of Order (Citation of Code):       

Date of Order:     /     /      Demolition Date:     /     /      

10) Emergency Renovation/Abatement (complete if you checked “Emergency” above and “Renovation/Abatement” for any project)  Revised?   

Date of Emergency:     /     /      Time of Emergency:      :          a.m.     p.m. 

Description of Sudden, Unexpected Event:       
 

Explanation of how the event caused unsafe conditions or equipment damage:       

11) Attestation  Revised?   

In accordance with Ohio Administrative Code rule 3745‐20‐03(A)(4)(p), I certify that at least one person trained as required by paragraph (B) of rule 3745‐20‐04 of 
the Administrative Code will supervise the stripping and removal described by this notification.  I acknowledge that the submission of false or misleading statements 
is prohibited by law and I certify that facts contained in this notification are true, accurate, and complete. 

Signature: Date:  
    /     /      

Name:       Title:       

Organization:       

 

(Revised 4/19) Page 2 of      

 



Notification of Demolition and Renovation/Abatement 
Section 2: Project Address Specific Information 

Division of Air Pollution Control 
 

 

Please complete Section 2 for the address included with this notification.  If the project is an “Installation” per OAC 3745-20, 
complete a separate Section 2 page for each address associated with this notification. 

Ohio EPA Use Only Project ID #:        

A. Facility Description  Revised?   

Building Name (if applicable):       Site Location (specific):       

Address:       

City:       State: OH Zip:         -       

Building Size (square feet):       No. of Floors:        Age:        

Present Use:        Prior Use:        

B. Type of Operation (check all that apply)  Revised?   

 Demolition       Renovation/Abatement – Type:    Removal      Repair      Encapsulation      Enclosure 

C. Asbestos Present (check one)  Revised?   

 Yes           No  No, previously abated                 Year Abated:        

D. Approximate Amount of Asbestos‐Containing Materials (complete table below and Section 1 #6 if asbestos is present) Revised?   

 

Material to be Removed Material NOT to be Removed 

RACM 

Non-friable Asbestos-Containing Material Non-friable Asbestos-Containing Material 

Category I Category II Category I Category II 

Pipes (linear feet)                               

Surface area on other facility 
components (ft2)                               

Volume if length or area cannot 
be measured (ft3)           

E. Asbestos Abatement Schedule and Abatement Specialist (original notification is required 10 working days prior to the start of work) Revised?   

Setup Date:     /     /      Abatement Date:     /     /      Complete Date:     /     /      

(Shift 1) Time 
start/end on site 

Monday Tuesday Wednesday Thursday Friday Saturday Sunday 

                                          

Abatement Specialist Name:        Certification #:  AS       Expiration Date:     /     /      

(Shift 2) Time 
start/end on site 

Monday Tuesday Wednesday Thursday Friday Saturday Sunday 

                                          

Abatement Specialist Name:        Certification #:  AS       Expiration Date:     /     /      

F. Demolition Contractor (if applicable) Revised?   

Name:       

Address:        Contact Person:       

City:       State:       Zip:         -       

Email:       Phone: (       )            -        Fax: (       )            -        

G. Demolition Schedule (original notification is required 10 working days prior to the start of work) Revised?   

Start Date:     /     /      Complete Date:     /     /      

H. Project Hold Revised?   

Asbestos Abatement 
Offsite/On Hold as of Date:     /     /      

Asbestos Abatement 
On Site/Off Hold, Work Resume Date:     /     /      

Demolition 
Offsite/On Hold as of Date:     /     /      

Demolition 
On Site/Off Hold, Work Resume Date:     /     /      

 
(Revised 4/19) 
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